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DELL ULTRASHARP U3425WE 34,14"

Cena celkem: 25 713 K¢

(bez DPH: 21 251 K¢)
Bézna cena: 28 285 K¢
USetrite: 2 571 K¢
Kéd zbozi: MOND6230
Part No.: 210-BMDW
Zaruka: 36 més.
Stav: Nové zbozi

Popis

Dell UltraSharp U3425WE

Prohnuty LED monitor s Ghlopfi¢kou 34,14" disponujici rozliSenim 3440 x 1440 obrazovych bodd s pomérem stran 21 : 9.
Nabizi jas 300 cd/m?, kontrastni pomér 2000 : 1, dobu odezvy 5 ms, obnovovaci frekvenci az 120 Hz a 98% DCI-P3
pokryti barevné palety. Pozorovaci Ghly 178° horizontalné i vertikalné zaruci skvélou viditelnost z jakéhokoliv Ghlu. K
dispozici je také 2.5G Ethernet RJ-45 port, 5 portt USB 3.1 (3.2 Gen 2), 3 porty USB-C a 2 Thunderbolt 4 porty, z nichz
jeden kromé vysokorychlostniho prenosu videa a dat umoznuje napajeni pfipojenych zafizeni az do 90 W. Zajisté také potési
otony podstavec a vySkova stavitelnost. Ozvuceni maji na starost vestavéné stereo reproduktory s celkovym vykonem
10Ww.

Tento model byl kalibrovan za pouziti systému ColorChecker Display Pro. Diky pokrocilé optice a vysoce kvalitnim filtrim
tento systém umoznuje rychlé a presné méreni barev na modernich zobrazovacich zafizenich, véetné LED panel( a
Sirokogamutovych LCD displejd.

Porty a jejich funkce:

1x HDMI port (HDCP 1.4 & 2.2) (podpora WQHD 3440 x 1440 pfi 100 Hz TMDS)

1x DisplayPort 1.4 (HDCP 1.4 & 2.2) (podpora WQHD 3440 x 1440 pfi 120 Hz)

1x Thunderbolt 4 downstream port (15 W) pro Daisy Chaining (Video + Data)

1x Thunderbolt 4 upstream port (Video + Data), alternativni rezim DisplayPort 1.4, podpora Power Delivery do 90 W
4x USB typ A downstream port (10 Gbps, USB 3.2 Gen2)

1x USB typ A downstream port (10 Gbps, USB 3.2 Gen2) + podpora BC 1.2 Power Charging

1x Audio port (line-out)

1x RJ-45 (2.5G) port

2x USB typ C downstream port (10 Gbps, USB 3.2 Gen2) Power Charging (15 W)



1x USB typ C upstream port (data) (10 Gbps, USB 3.2 Gen2)

Downstream porty nejsou funk¢ni, pokud neni monitor propojen skrze USB-C nebo Thunderbolt 4 s pocitacem.
Soucdsti baleni je HDMI, DisplayPort, Thunderbolt 4 (pasivni) a USB-C na USB-A kabel.

Na tento produkt je poskytovana zéaruka 3 roky Basic on-site.
Oprava v rdmci tohoto zaruéniho servisu probiha kdekoliv po celé CR.
Nemusi to byt ani v sidle firmy - m{zete byt na dovolené, na sluzebni cesté, nezélezi na tom.

v

Staci zavolat na tel. ¢islo +420 774 765 521, nahlasit vyrobni ¢&islo a zdvadu a DELL jiz vSe zafidi.
ZAKLADNI SPECIFIKACE

Typ panelu: IPS

Uhlopricka: 34,14"

Pomér stran: 21 : 9

Rozliseni: 3440 x 1440 px

Kontrastni pomér: 2000 : 1

Doba odezvy: 5 ms (Fast rezim), 8 ms (Normal rezim)

Rozhrani: 1x HDMI, 1x DisplayPort, 5x USB 3.2 Gen2 (USB 3.1), 3x USB-C 3.2 Gen2, 2x Thunderbolt 4, 1x R}-45, 1x audio
vystup

Barva: stfibrna

Zakladni rozdily mezi Fadami monitoru Dell:

Dell Monitors — Key Specs Differentiation

UP Series

U Series C Series Collaboration P Series S Series E Series SE Series

Panel / Screen

Screen Size (Resolution) 27°-32° (4K-8K) 24°-49" (FHD-4K-WQHD-WUHD) 14°.34° (FHD-QHD-WQHD) 19"-34° (HD-FHD-QHD-4K-WQHD) 24°32" (FHD-QHD-4K-WQHD) 17°-27" (HD-FHD) 22°-32" (FHD-QHD-4K)
Panel type 1PS /1PS with mini LED 1PS /1PS Black 1PS 1PS 1PS / VA (Curved) TN/VA/IPS VA/IPS

Colour Gamut Standard AdobeRGB, DCI-P3, BT2020 SRGB, DCI-P3, REC-709 SRGB SRGB SRGB, DCI-P3 NTSC NTSC, SRGB
Refresh Rate 60 Hz 60 Hz 60Hz 60 Hz 60 Hz, 75 Hz, 100 Hz 60 Hz 60 Hz, 75 Hz

Low Blue Light (ComfortView) SW (only on UP3218K) SW/HW* HW" w Pius) SW / HW* (Dell Comfortiew Pius) SW (oet Comf SW / HW? (Del Comfortview Pius)

HDR Monitor / FreeSync HDR1000* HDR / HDR400" - - HDR" / AMD FreeSync - AMD FreeSync*

VGA — — — v — v v
Integrated speakers. B v Only on Selected Models Only on HS Models.

and Collaboration QZ Mode!
Buit-in calibration -~

Ergonomics and Design

Height Adjustable stand >130mm 150mm >120mm 150mm 100mm* 100mm* 100mm*
i, swivel, pivot Tit, swivel, pivot Titt, swivel, pivot Tit, swivel, pivot i, swivel, pivot Tit, swiver* Tittonly. Tittonly
Design (bezel) 3/4 sided ultrathin, Platinum Silver  3/4 sided ultrathin, Platinum Silver 3 sided ultrathin, Black with Silver stand 3 sided ulrathin, Black with Silver stand 3 sided ultrathin, Silver Narrow bezel, Black 3 sided ultrathin®, Black

Warranty and Environmental

3 Aav. Exchange w/ NBD shipment Yes + Premium Panel Yes + Premium Panel Yes + Premium Panel Yes + Premium Panel Yes + Premium Panel Yes Yes
Environmental Certifications TCO*, ES 8.0°, EPEAT Gold"  TCO Edge”, ES 8.0, EPEAT Gold TCO Edge, ES 8.0, EPEAT Gold TCO Edge”, ES 8.0, EPEAT Gold TCO*, ES 8.0° TCO, ES 8.0, EPEAT Gold
Limited Env. Certifications - NoEnv. Certifications
- Limited Supply vs Comm ~  Limited Supply vs Comm
* Available on selected models MLTechno\ogies

Za jakych podminek Dell méni monitory (tolerance vadnych pixeld):
Smérnice pro pixely (pdf)
Smeérnice pro pixely (online)



https://download.asm.cz/inshop/prod/100M/DellMonitors.png
https://www.img4.cz/i4wifi/attach/100mega/DELL/dokumenty/Smernice-pro-pixely-displeju-Dell-CZ.pdf
https://www.dell.com/support/kbdoc/cs-cz/000126004/sm%C4%9Brnice-pro-pixely-displej%C5%AF-dell

